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Utility Knife
1/8” Notched Trowel
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Caulking Gun
Multi-Tool

Straight Edge 
Inside Pipe Cutter
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Watertight Shower System Pan Installation - The subfloor must be 
level and suitable for tile or stone installations and free of debris, 
dust, and oily substances. 

Take measurements from the waste pipe in all directions, transfer 
the measurements to the pan and cut the pan if needed. The pan 
can be cut by using a straight edge and a sharp utility knife, 
scoring and cutting both sides of the pan. 

Dry fit the pan in place to ensure the proper fit and then remove. 

The waste pipe should be cut flush with the subfloor and visible 
through a 3”-3.5” cutout around the waste pipe in the subfloor. 

Install the double compression fitting to the 2” waste pipe, 
making sure that the double compression fitting bottom, which 
connects to the pan, sits on top of the sub-floor for full support. 

Apply thin-set mortar with a 3/8” square notched trowel to the 
sub-floor and the back side of the shower pan. When spreading 
thin-set mortar make sure the notches for both the floor and the 
pan are troweled the same direction.

Install the shower pan in place and connect the pan to the top 
side of the double compression fitting by pressing down the pan 
into the compression fitting. 

Screw in the lower and upper double weep hole rings to the 
pan’s integrated connector and level top ring to the 4” top 
square grate provided.  This ring adjusts to the height of the tile 
installation. 

Cover the shower board with cardboard for protection. It is also 
recommended that items of weight be placed over the drain 
location to ensure that the pan is held in place while installation 
continues. The pan can be walked/kneeled on at this point, be 
cautious not to compromise the integrity of the slope. 

Watertight Shower System Curb Installation – Measure curb and 
cut to size if needed. 

Secure bottom of the curb in place with thin-set mortar. NP-1 
urethane is then used to adhere the curb to side of shower walls 
by applying urethane to both wall and curb surfaces and pushing 
together. From sealing kit, install inside and outside waterproof 
tape corners with thin-set mortar. 5” Waterproof Seam Tape 
can now be installed using thin-set mortar along where the curb 
meets the pan. 

Watertight Shower System Wall Board Installation - Apply 
bead of NP-1 Urethane to edge of shower board and a bead 
along edge of the pan. Press both beads together and remove 
excess with finger or carpenter’s pencil. Follow the two-bead 
application method for additional boards being installed.

Use Watertight Shower System screws and washers every 12 
inches vertically along the studs. Recess washer into wallboard 
and cover area with NP-1 Urethane. 

Using a 1/8” notched trowel and thin-set mortar to install tape 
and sealing kit with inside and outside corners where wallboard 
meets the pan. 

This completes the shower pan installation

Follow TCNA Handbook Guidelines for installation. 

For technical support during installation please contact 206-227-
5338 or contact your local Surface Art Representative. 

Installation Instructions: Standard Pans
The subfloor must be level and suitable for tile or stone installations 

and free of debris, dust, and oily substances. Mosaics must be 2x2 or larger.
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Watertight Shower System Pan Installation - The subfloor must be 
level and suitable for tile or stone installations and free of debris, 
dust, and oily substances. 

Install the 12x12 Thin Pan Reinforcement plat with the 4 screws 
provided. The waste pipe hole in the subfloor needs to measure 5 
½”-6” in diameter. 

Take measurements from the waste pipe in all directions, transfer 
the measurements to the pan and cut the pan if needed. The pan 
can be cut by using a straight edge and a sharp utility knife, 
scoring and cutting both sides of the pan. 

Dry fit the pan in place to ensure the proper fit and then remove. 

The waste pipe should be cut flush with the top of the lower part 
of the reinforcement plate. 

Install the double compression fitting to the 2” waste pipe, 
making sure that the double compression fitting bottom, which 
connects to the pan, sits on top of the recessed portion of the 
reinforcement plate for full support. 

Apply thin-set mortar with a 3/8” square notched trowel to the 
subfloor, reinforcement plate, and the back side of the shower 
pan. When spreading thin-set mortar make sure the notches for 
both the floor and the pan are troweled the same direction.

Install the shower pan in place and connect the pan to the top 
side of the double compression fitting by pressing down the pan 
into the compression fitting.

Screw in the lower and upper double weep hole rings to the 
pan’s integrated connector and level top ring to the 4” top 
square grate provided.  This ring adjusts to the height of the tile 
installation. 

Cover the shower board with cardboard for protection. It is also 
recommended that items of weight be placed over the drain 
location to ensure that the pan is held in place while installation 
continues. The pan can be walked/kneeled on at this point, be 
cautious not to compromise the integrity of the slope. 

Watertight Shower System Curb Installation – Measure curb and 
cut to size if needed. 

Secure bottom of the curb in place with thin-set mortar. NP-1 
urethane is then used to adhere the curb to side of shower walls 
by applying urethane to both wall and curb surfaces and pushing 
together. From sealing kit, install inside and outside waterproof 
tape corners with thin-set mortar. 5” Waterproof Seam Tape 
can now be installed using thin-set mortar along where the curb 
meets the pan. 

Watertight Shower System Wall Board Installation - Apply 
bead of NP-1 Urethane to edge of shower board and a bead 
along edge of the pan. Press both beads together and remove 
excess with finger or carpenter’s pencil. Follow the two-bead 
application method for additional boards being installed.

Use Watertight Shower System screws and washers every 12 
inches vertically along the studs. Recess washer into wallboard 
and cover area with NP-1 Urethane. 

Using a 1/8” notched trowel and thin-set mortar to install tape 
and sealing kit with inside and outside corners where wallboard 
meets the pan. 

This completes the shower pan installation

Follow TCNA Handbook Guidelines for installation. 

For technical support during installation please contact 206-227-
5338 or contact your local Surface Art Representative. 

Installation Instructions: Thin Pans
The subfloor must be level and suitable for tile or stone installations 

and free of debris, dust, and oily substances. Mosaics must be 2x2 or larger.
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BROUGHT TO YOU BY

For a seamless look, the wall-to-wall (W2W) linear drain is 
designed for large format tile installations. 

The subfloor must be level and suitable for tile or stone 
installations and free of debris, dust, and oily substances. 

For single slope pans, the watertight shower wall 
board will need to be installed first. Doing so, avoids the 
need to scribe the wall board to the slope of the pan. 

Watertight Shower System Wall Board Installation - Apply 
bead of NP-1 Urethane to edge of shower board and a bead 
along edge of the pan. Press both beads together and remove 
excess with finger or carpenter’s pencil. Follow the two-bead 
application method for additional boards being installed.

Use Watertight Shower System screws and washers every 12 
inches vertically along the studs. Recess washer into wallboard 
and cover area with NP-1 Urethane. 

Watertight Shower System Pan Installation – Take measurements 
from the 2” waste pipe in all directions and transfer those 
measurements to the pan pieces and cut the pan if necessary. The 
pan can be cut by using a straight edge and a sharp utility knife, 
scoring and cutting both sides of the pan.

The provided “Shark Bite” connector will then be installed on the 
2” waste-pipe. This adapter will need to sit flush with the top of 
the subfloor. The 2” waste pipe will need to be cut to allow for 
this by using an “Inside Pipe Cutter” that can be found at most 
hardware stores. 

Dry fit the pan in place to ensure the proper fit and then remove. 

Apply thin-set mortar with a 3/8” square notched trowel to the 
sub-floor and the back side of the shower pan. When spreading 
thin-set mortar make sure the notches for both the floor and the 
pan are troweled the same direction.

Apply two beads of NP-1 Urethane sealant around the perimeter 
of the pan where it meets the wall boards. 

Set the pan into place in the mortar and into the two beads of 
urethane. 

Apply an additional NP-1 Urethane bead at the change of plane 
where the pan meets the wall board. Spread this bead out evenly 
by using your finger or a plastic putty knife. Cover pan with 
cardboard to protect while completing installation. 

Installing W2W linear drain - Install the black gasket onto the 
waste pipe adapter that sits flush with the subfloor.

Verify that the pan slope is correct where it meets the drain 
trough. Measure the black trough from the left and right where 
it meets the waste pipe. Cut the trough and small pan piece 
(included in pan box and for use as curb replacement) to 
measurements. Glue both pan pieces and black trough flanges 
with HY-35 Urethane adhesive. Thin-set mortar is used on the 
bottom of the trough where it rests on the sub-floor. NOTE, trough 
should be ¼” against the wall for movement. 

Screw the trough to the 2” waste pipe adapter and compress the 
seal. Make sure the black gasket stays in place. 

Use HY-35 Urethane adhesive to install the two (2) trough 
channel end caps. HY-35 will be used to glue the end-caps to 
the walls, pan, and trough. Once the end-caps are in place, 
single slope is achieved. 

To waterproof the seam between the channel and the pan use 
the Waterproofing seam tape with mortar on the pan and HY-35 
Adhesive on the trough flange. Use a small v-notch trowel to 
spread adhesive. 

Measure the length of the installed trough and end-caps once 
again. Use those measurements to cut the stainless-steel profiles 
and tileable grate to length. You will need to use a saw or multi-
tool with a steel cutting blade. 

Install the profiles using the spaces provided in the drain box. 

Using a 1/8” notched trowel and thin-set mortar to install tape 
and sealing kit with inside and outside corners where wallboard 
meets the pan. 

This completes the shower pan installation

Follow TCNA Handbook Guidelines for installation. 

For technical support during installation please contact 206-227-
5338 or contact your local Surface Art Representative.

Installation Instructions:
Single Slope Pans and Wall-to-Wall Linear Drains

The subfloor must be level and suitable for tile or stone installations 
and free of debris, dust, and oily substances. Mosaics must be 2x2 or larger.
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